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ANNEX II + III:	 TECHNICAL SPECIFICATIONS + TECHNICAL OFFE

Contract title: Supply of Other specific equipment - LOT 1 -Firefighting water pump truck, Two terrain vehicle with fire extinguishing pump and tank	p 1 /…
Publication reference:< 03-617/1 from 31.10.2025>


Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee
Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)
· Column 4 allows the tenderer to make comments omits proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.



Supply of Other specific equipment –LOT 1 -Firefighting water pump truck, Two terrain vehicle with fire extinguishing pump and tank 
	1.
Item number
	2.
Specifications required
	3.
Specifications offered
	4.
Notes, remarks, 
ref to documentation
	5.
Evaluation committee’s notes 

	1.
	· LOT 1: Firefighting Water Pump Truck
	Engine
	Diesel, Common-Rail Direct Injection, Turbocharged with Intercooler, Max 3000 cm³, 110 kW (150 HP) @ 2,800 rpm, 4 cylinders / 16 valves, Torque 375 Nm @ 1,600–2,800 rpm, Euro VI, Exhaust after-treatment equivalent to EGR, DPD, SCR with AdBlue®, Exhaust brake equivalent
	

	Transmission
	Manual, 6-speed, equivalent
	

	Chassis & Suspension
	Front & Rear: Rigid axle with semi-elliptic leaf springs, Hydraulic telescopic double-acting shock absorbers, Front single wheels, Rear dual wheels, Tires 215/75 R17.5C equivalent
	

	Braking System
	Main ventilated disc brakes, Mechanical parking brake, ABS, ESC, ASR, LDWS equivalent
	

	Safety
	Driver & passenger airbags equivalent, Reverse warning acoustic signal, Speed limiter 90 km/h, Key immobilizer equivalent
	

	Electrical System
	24 V system, Alternator 90 A, Battery 2 × 100 Ah equivalent
	

	Interior & Comfort
	Seating 3, Air conditioning equivalent, Driver seat mechanical suspension, Steering wheel height adjustable, Electric front windows, Electrically adjustable & heated mirrors equivalent, Audio system Radio/USB/MP3 equivalent, Headlights height adjustable, Daytime running lights, Automatic door locking, Trip computer equivalent
	

	Firefighting Superstructure
	Firefighting vehicle, Working pressure 15–25 bar, Water mist extinguishing up to 30% less water, Standard nozzle direct jet 15 m, Hose reel left/right with on/off and foam selection, Analog pressure gauge, water volume indicator, digital hour meter, manual valves, Foam mixer 1–3% compatible with disinfectants/HAZMAT, Pistol grip nozzle equivalent
	

	Nozzle Types & Features
	Standard Mist Nozzle 15 m (mist curtain 10°–150°), Multi-purpose nozzle FFM equivalent 25–50 L/min, Multi-purpose nozzle FFC equivalent 5–10 L, change time 7–8 s, Foam nozzle for flammable liquid / urban fires equivalent
	

	System & Equipment
	Key start with built-in battery, Constant pressure, instant activation equivalent
	


· | 
2. Terrain vehicles with fire extinguishing pump and tank ( quantity 2 (two)
	Engine
	Diesel, 4 cylinders / 16 valves, 2157 cm³, 148 kW (201 HP) @ 4000 rpm, 441 Nm @ 1600–2600 rpm equivalent
	



	Transmission
	Manual MT6 equivalent
	



	Drive
	Rear / 4WD selectable (2H, 4H, 4L) equivalent
	



	Braking & Control Systems
	ABS ventilated discs front & rear, ESP with TCS, ARP, HBA, HSA, ESS, HDC equivalent, Front & rear parking sensors equivalent
	



	Dimensions
	Length/Width/Height/Wheelbase 5405/1950/1855/3210 mm, Cargo bed 1600/1570/570 mm, Ground clearance 215–220 mm equivalent
	



	Fuel & Consumption
	Diesel, Combined consumption 8.5 L/100 km equivalent
	



	Standard Equipment – ENTRY
	4WD selectable 2H/4H/4L, ABS ventilated discs, ESP (TCS, ARP, HBA, HSA, ESS, HDC equivalents), Front & rear parking sensors, Color-matched handles, PVC door protection, 5 seats Crew Cab, Driver seat adjustable height + sliding headrest, Passenger seat sliding headrest, Armrest, 2 × airbags equivalent, Front seat belts with pretensioners, Rear seat belts, ISOFIX child seat anchorage, Seat belt reminder (front), Mechanical instrument panel, Headlights height adjustable, Front/rear fog lights, Voltage stabilizer, Automatic lights, Daytime running lights (halogen), Turn indicators, One-touch driver window, Immobilizer, Power outlet cargo area, Front wiper with sensor, Windshield solar protection, Manual air conditioning, Audio system 2DIN Radio MP3/USB/Bluetooth/steering wheel control equivalent, Cruise control, BEDLINER plastic cargo bed protection
	



	Firefighting System (Mounted on Pickup)
	Engine 4-stroke motor oil API SJ or equivalent, Pump working pump AR BP 135 20 bar equivalent, Reservoir 500 liters equivalent, Foam tank min 25 liters, Hoses 35+30 m Ø19 mm equivalent, 4 pistol grip nozzles equivalent, Electric winch with brake equivalent, Hose brand globally recognized and replaceable equivalent, Pump engine 4-stroke small engine equivalent, Working pressure 20 bar, Electric key start
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