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[bookmark: _Toc42488098]ANNEX II + III:	TECHNICAL SPECIFICATIONS + TECHNICAL OFFER

Contract title: Supply of Other specific equipment – LOT 2 Vehicle for small infrastructure intervention for fire protection (backhoe with a shovel)
	p 1 /…
Publication reference:< 03-617/1 from 31.10.2025>


Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee
Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)
· Column 4 allows the tenderer to make comments omits proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.



Supply of Other specific equipment – LOT 2 - Vehicle for small infrastructure intervention for fire protection (backhoe with a shovel)
	1.
Item number
	2.
Specifications required
	3.
Specifications offered
	4.
Notes, remarks, 
ref to documentation
	5.
Evaluation committee’s notes 

	1.
		Vehicle for small infrastructure intervention 
· Engine: 4-cylinder diesel engine, turbocharged with intercooler, power approx. 100 HP @ 2200 rpm, emission standard Stage IIIA (e.g. Perkins 1104D-44TA or equivalent)			
· Transmission: Automatic gearbox, 6 forward + 3 reverse gears (e.g. Turner PG113 or equivalent)			
· Drive: Selectable 2WD / 4WD			
· Axles: Heavy-duty front and rear axles (e.g. Carraro or equivalent)			
· Operating Weight: Approx. 9,650 kg			
· Hydraulic System: Main circuit – 90 L/min @ 227 bar; Auxiliary circuit – 58 L/min @ 190 bar			
· Hydraulic Pump Type: Gear-type pump (e.g. Casappa or equivalent)			
· Front Loader Bucket: 6-in-1 multipurpose bucket; capacity 1.1 m³, width 2.44 m			
· Backhoe Arm: Telescopic type			
· Backhoe Bucket Capacity: 0.18 m³, width 600 mm			
· Additional Buckets Included: 300 mm and 1500 mm			
· Tires: Front – 16.9–28 14PR; Rear – 16.9–28 14PR			
· Cabin: Fully enclosed, air-conditioned, extended visibility			
· Operator Seat: Multifunctional seat (e.g. Grammer or equivalent)			
· Instrumentation: Two LCD multifunctional displays			
· Hydraulic Line: Auxiliary line for backhoe attachment (breaker connection)			
· Audio System: Integrated audio unit (e.g. JVC or equivalent)			
· Stabilization System: MSS – mechanical or hydraulic system for stabilization of movable load (or equivalent)		
· Accessories: Forks for front loader bucket
OPTIONAL ACCESSORIES AND ATTACHMENTS
	1
	Forklift attachment with mechanical fork arms (or equivalent)

	2
	Leveling blade – 900 mm × 2800 mm (or equivalent)

	
	

	3.
	Backhoe bucket with teeth – 300 mm width (or equivalent)

	
	

	
	

	4.
	Backhoe bucket with teeth – 800 mm width (or equivalent)

	5.
	Snow-clearing blade – 3012 mm × 1026 mm, adjustable angle 23° (or equivalent)

	
	

	6.
	Hydraulic breaker – e.g., Daemo B70 (or equivalent)



	· 
	· 
	· 
	· 
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